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1. PROBE TYPE L.W.C.O- 6. JACKET ACCESS PANELS 11, OIL PUMP LOCATION 16, FLAME OBSERVATION PORT
2, FORCED DRAFT BURNER 7. PRESS./TEMP. GAUGE 12, LIFTING LUGS 17. COMB, CHAMBER DRAIN 1”7 NPT
3., RELIEF VALVE’'S 8, CLNOUT./INSP, OPNG.—1 1/2“NPT| 13. DRAIN CONNECTION 2” NPT
4, BURNER CENTER LINE 9. ELEC, ENCLOSURE- 14, HEIGHT OVER JACKET
S, CONTROL TAPPINGS 3/4” NPT 10, VENT CONNECTION 1”7 NPT 15, HEIGHT OVER SUPPLY
BOILER MUODEL RV450 | RVO00 | RVDSDS0 | RVE00 | RV/00 | RV80OO
_ 141 3/4” 151 3/8” 164 1/4” 173 7/8” 196 3/8” 218 7/8”
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_ 162 7/8” 175 3/4” 185 3/8” 214 5/8” 237 1/8” 248 3/8”
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6” FLG 6” FLG 6" FLG 6” FLG 6" FLG 6” FLG
GiSUPPLY / QETUQN NDZZLE SIZE as.» asz2» as.2 as.» asz2» asz2»
H-BURNER EXTENSION CONSULT FACTORY FOR BURNER EXTENSION APPLICATIONS

=} BRYAN BOILERS

PERU,

783 NORTH CHILI AVE
INDIANA 46970

ORDER NO.

ORDER REV. NO:

FORM NO:

cle7/




BRYANBOILERS RV SERIES FORCED DRAFT ~ Form# >> 2167
KNOCKDOWN WATER BOILERS

BOILER MODEL RV450 | RV500 | RV550 | RV600 | RV700 | RV800

INPUT MBH 4,500 5,000 5,500 6,000 7,000 8,000

(KW) 1,318.5 1,465.0 1,611.5 1,758.0 2,051.0 2,344.0

OUTPUT* MBH 3,780 4,200 4,620 5,040 5,880 6,720

(KW) 1,107.5 1,230.6 1,353.6 1,476.7 1,722.8 1,968.9

BOILER HORSEPOWER* HP 113 125 138 151 176 201

(KW) 1,106.6 1,229.6 1,352.5 1,475.5 1,721.4 1,967.3

TUBE DIAMETER INCHES 1.50 1.50 1.50 1.50 1.50 1.50
(CM) 3.81 3.81 3.81 3.81 3.81 3.81
NUMBER OF TUBES 61 67 75 81 95 109
PRESSURE VESSEL
VOLUME GAL 181 200 216 236 278 309
L) 685.1 757.0 817.6 893.3 1,052.2 | 1,169.6
HEATING SURFACE SQFT 544 597 668 722 847 972
(SQ M) 50.6 55.5 62.1 67.1 78.7 90.3
OPERATING WEIGHT LBS 9,979 10,897 11,771 12,648 14,428 16,176
(KG) 45265 | 49431 | 53392 | 57369 | 65444 | 7,3375
SHIPPING WEIGHT LBS 8,470 9,230 9,970 10,680 12,110 13,600
(KG) 3,842.0 | 41867 | 45224 | 48444 | 54931 | 6,169.0

* Qutput and Boiler HP based on an average natural gas combustion effiiciency.



